
Arc Rating: ATPV – 12cal/cm2 ; PPE2

Features
• Fully seam sealed
• Raglan sleeve construction
• Under arm gusset and articulated elbow
• Adjustable Velcro wrist storm cuff closure
• Internal neoprene wrist cuff
• Internal waterproof chest pocket
• Two large external waist pockets with gripper pull tabs
• Adjustable elasticised waist draw cord
• Two-way centre front zip closure and chinsulator
• Zipper grip pull tabs
• Press stud storm flap and internal weather proof tunnel
• Stowaway 3-way adjustable hood with peak that can

accommodate a safety helmet.

Zetel ArcSafe® Fabric Benefits
• Hi visibility
• Flame resistant
• Waterproof, windproof and breathable
• High abrasion resistance
• Electric arc and flash fire protection.

Materials
• Outer Fabric: 300D Oxford polyester incorporating

a flame retardant PU Coating
• Membrane: Waterproof, breathable PU Lining
• Fabric: 105gsm modacrylic/cotton knit (60/40).

Zetel ArcSafe® Z59 Wet Weather 
Jacket – Reflective Trim

PPE2
ARC RATED

cal/cm2

ATPV
12

Orange Navy Size

ZAS1JON59T1SML SML

ZAS1JON59T1MED MED

ZAS1JON59T1LRG LRG

ZAS1JON59T1XLG XLG

ZAS1JON59T12XL 2XL

ZAS1JON59T13XL 3XL

ZAS1JON59T14XL 4XL

ZAS1JON59T15XL 5XL

ZAS1JON59T16XL 6XL

BSI Certified Product
AS/NZS 4602.1:2011

BMP No 739980

Test Method Unit Requirement Result

Breathability ASTM E96 BW g/m²/24 hours 4300

Water Repellency AS-2001.2.16 % >90 100

Arc Thermal Performance 
Value ATPV

ASTM F 1959 
NFPA 70E

cal/cm² hazard risk 
CAT

8.9 HRC2

Flame Resistance EN533:1997 FR Index testing Pass

EN532:1994 FR Index testing Pass

Test Results

No better protection. elliotts.net
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Product Data Sheet

This garment is not anti-static 


